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Name TOP MICRO 24V UL 38° 2700K NT
Reference U3830020NT
Color Textured black
RAL 9005
Category TRACK LIGHTS
Type LED
Gross luminous flux 190 Lm
Color temperature 2700 K

Chromatic stability

MacAdam Step 3

Color Rendering Index CRI>90
Power 21W
Efficacy 90 Lm/W

LED lifespan

L90B10>102.000h

Lighting efficiency 92%
Delivered luminous flux 175 Lm
Light beam angle 38°
Power values of the system 28W
Dimming Dim options
Environmental location DRY

Track type Minimal Track
Weight 0.061b|25gr
Packaged weight 0.07 b 130 gr

Packaging dimensions

4.41x3.03x1.34in|112x 77 x 34 mm

Materials

Aluminium / Polycarbonate

Top Micro 24V is miniaturized luminary that serves as a downlight for the Minimal Track system. Its reduced
dimensions make Top the perfect candidate for projects where a discrete precense and a perfect integration
are needed. It is a pure line and an architectural aesthetic design. Moreover, in terms of lighting performance,
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Top offers a conical distribution with two possible beam angles
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Lighting Technical Data ARKOSLIGHT

105° 105°
E(0°) 454
900 900 E(C90) 19.2° 192
1.0 E(CO)  19.3° 191
75° 75°
E(0°) 113
E(C90) 19.2° 48
2.0 E(CO) 19.3° 48
60° 60°
E(0°) 50
E(C90) 19.2° 21
3.0 E(CO)  19.3° 21
45° 45°
E(0°) 28
E(C90) 19.2° 12
4.0 E(CO) 19.3° 12
E(0°) 18
3.48 E(C90) 19.2° 8
5.0 3.50 E(CO) 19.3° 8
30° 15° 0° 15° 30° Distance [m] Cone Diameter [m] Tlluminance [Ix]
_ CO - C180 (Half-value Angle: 38.6°)
cd/klm n=92% —_— o 3 ; o
L C0-C180 ——C90- 270 C90 - C270 (Half-value Angle: 38.4°)
Glare Evaluation According to UGR
p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction parallel
X B to lamp axis to lamp axis
2H 2H| 27 20 24 -18 -6 [ 25 -19 23 1.7 15
3H| 11 17 14 19 22 1.0 15 12 18 20
4H [ 2.9 35 3.2 37 4.0 31 3.6 34 3.9 4.1
6H| 51 56 54 59 61 54 59 57 62 64
84| 64 69 67 72 75 | 65 70 69 73 76
12H| 7.7 8.2 8.1 8.5 8.8 7.9 8.3 8.2 8.6 9.0
4H 2H -1.5 -1.0 -1.2 -0.7 -0.5 <1.4 -0.9 -1.1 -0.6 -0.3
3H 2.3 2.8 2.7 3.1 3.4 24 2.8 2.7 3.1 3.4
4H 4.4 4.8 4.8 51 5.5 4.6 5.0 5.0 53 57
6H 6.7 7.0 71 7.4 7.8 7.0 7.4 7.4 7.7 8.1
8H [ 8.1 8.4 8.5 8.8 9.2 8.3 8.6 8.7 9.0 9.4
12H 9.6 9.8 10.0 10.2 10.7 9.8 10.0 10.2 10.4 10.8
8H 4H | 5.4 5.7 5.8 6.0 6.4 5.5 5.8 5.9 6.2 6.6
6H 7.9 8.1 8.4 8.6 9.0 8.1 8.4 8.6 8.8 9.2
8H 9.5 9.6 9.9 10.1 10.6 9.6 9.8 10.0 10.2 10.7
12H | 111 11.3 11.6 11.7 12.2 11.2 11.4 11.7 11.8 123
12H 4H 5.6 5.9 6.1 6.3 6.7 5.8 6.0 6.2 6.4 6.8
6H [ 8.3 8.5 8.7 8.9 9.4 8.5 8.6 8.9 9.1 9.6
8H 9.9 10.1 10.4 10.5 11.0 10.0 10.2 10.5 10.6 111
Variation of the observer position for the luminaire distances S
S=1.0H +04 / 0.2 +0.4 / -0.2
S=1.5H +09 / -0.5 +09 / -04
S=2.0H +1.6 / -0.6 +1.6 / -0.6
Standard table s =
Correction
Summand
Corrected Glare Indices referring to 190Im Total Luminous Flux
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Minimal Track

ARKOSLIGHT

Minimal Track is a 24V low-voltage lighting system designed to create minimalist
and highly configurable installations. On this page, you’ll find the necessary
components to configure your surface-mounted system.

Track & accessories

Configure the shape of your track, add end caps and the required accessories, and finish the setup with the conductive strip (rubber cable).

0.59in 0.45in
,_115mm) Rubber Cable n x Tm UL {11.5mm]

- cE <E
Profile 2m UL : g U384-00-01- | N | c_nLEI
U384-02-00- | N | WT | °= n = Total Lenght of System 2V | Max. 4A =

1m = 39.37in
1.18in i
(30mm) [;bf.lr:]
Corner 90° 1 Plane UL - Corner 90° 1 Plane Rounded UL =
cE <E
© ®E © ® E
U384-00-02- | N | WT | r 25 U384-00-03- | N | WT | r Zg
Cable Lenght = 1.38in (35mm) Cable Lenght = 1.38in (35mm)
/50':72;
Corner 90° 2 Planes UL 4 Curve 350 1 Plane UL ﬁg
=S
U384-00-04- | N | WT | £E U384-00-09- | N | WT | =8
-8 Cable Lenght = 25.59in (650mm)

Cable Lenght = 3.94in (100mm)

15.75in
(400mm)

&

END CAP UL

|+ 1

£E
SEl
Connection Box UL / =2 End Cap UL
52, N
U384-00-06- | N WT | /\f‘fg ’Lr%t;\\m\\ U384-00-05- | N | WT |
\’b 2 b2
2
CONNECTION BOX UL MINIMAL TRACK 24V PROFILE 2m UL MINIMAL TRACK 24V PROFILE 2m UL MINIMAL TRACK 24V PROFILE 2m UL
|+ | + + |
BLACK RUBBER CABLE UL
—

n =TRACK LENGTH

COLOUR ‘ NT B RAL 9005 | WT [J RAL 9016 | N B RAL 9005
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https://youtu.be/KnedJbKp7oo

Minimal Track

ARKOSLIGHT

Minimal Track is a 24V low-voltage lighting system designed to create
minimalist and highly configurable installations. On this page, you'll find
the necessary components to configure your suspension-mounted system.

Track & accessories

Te

Configure the shape of your track, add end caps and the required accessories, and finish the setup with the conductive strip (rubber cable).

0.5%in

0.45in

Suspension UL (5 mml Rubber Cable n x Tm UL

(11.5mm)

, = <E
Profile 2m UL £ E U400-00-01- | N | t_nLEI
=) o9
U384-02-00- | N | WT | °= n = Total Lenght of System 24V | Max. 4A -
1m = 39.37in ’
Profile 2m Initial feed kit UL Suspension Straight Joiner UL
U400-02-10- | N WT | — L U400-00-02- N | WT =
Profile 2m Middle feed kit UL* Suspension Kit UL SE T
S E
U400-02-20- | N WT | [ E— U400-02-04- N | WT % g
* Unidirectional Middle Feed Max distance between suspension kits = 100 cm. ==
2m = 78.74in
Suspension Corner 90° UL Suspension End Caps UL @ @
U400-00-03- | N | WT | U400-00-05- | N | WT |
Cable Lenght = 3.35in (85mm) Two End Caps Included
Curve 350 1 Plane UL
U384-00-09- | N | WT | SE
S
Cable Lenght = 25.59in (650mm] 28
15.75in
(400 mm)
SUSPENSION  SUSPENSION SUSPENSION SUSPENSION SUSPENSION SUSPENSION SUSPENSION
KIT UL KIT UL KIT UL KIT UL KIT UL KIT UL KIT UL
+ 0 + + + +
[l ]+ + ] + + [ I+ 0
END  MINIMAL TRACK 24V SUSPENSION PROFILE 2m UL STRAIGHT MINIMAL TRACK 24V SUSPENSION PROFILE 2m UL STRAIGHT MINIMAL TRACK 24V SUSPENSION PROFILE 2m UL _END
CAP UL Initial feed kit JOINER UL JOINER UL CAP UL
BLACK RUBBER CABLE UL
=

n =TRACK LENGTH

COLOUR ‘ NT B RAL 9005 | WT [J RAL 9016 | N B RAL 9005
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Minimal Track ARKOSLIGHT

Power Supply

Select your power supply, include a dimmer if needed, and explore the connection diagrams provided.

P % D(AxBxC)

U384-00-07 100W 24V 8.16x2.97 x 1.30in

Remote Power Supply UL 207.2 x 75.4 x 33 mm

120&277V | 50/60Hz | _afll NODIM

P % D(AxBxC]

U010-00-01 60W 24V 5.83x 1.68x 1in

. *
Dimmable Power Supply UL 148.2 x 42.6 x 25.4mm

U010-00-02 100W 24V 9.5x1.57x 1in
241.3 x 39.9 x 25.4mm

120 & 277V ‘ 50/60 Hz ‘ et 010V *Power Supply requires an enclosure for instalation. Enclosure not provided
P \ D(AxBxC)
U010-00-00 144W 24V 2.86x1.18x0.71in

Constant Voltage Dimmer 72.6 x 30 x 18mm

89 -
24V \ atll casavBI Phase Cut and DMX DIM Options please consult /

CABLE LENGTH
<16.40 ft <32.80 ft <65.62 ft <98.43 ft
REMOTE 24Vdc
<5m <10m <20m <30m
z POWER CABLE SECTION TRACK LENGTH
o
z
i - 98.43 ft 98.43 ft 65.62 ft 32.80 ft
Q AWG18
o 30m 30m 20m 10m
3 60W
98.43 ft 98.43 ft 98.43 ft 65.62 ft
I T 1 AWG16
30m 30m 30m 20 m
TRACK LENGTH
65.62 ft 32.80 ft
AWG18 X X
Surface system 20m 10m
96 W
65.62 ft 65.62 ft 32.80 ft
AWG16 X
Lt 20m 20m 10m
REMOTE 24Vdc
CV Dimmer POWER SUPPLY
E
s
‘:j ‘ CABLE LENGTH=8.2ft (2.5m) + L
]
= 0

TRACK LENGTH

Suspension system
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