Plus Micro 24V ARKOSLIGHT

Name PLUS MICRO 24V UL 4000K WT

Reference U3880002WT

Color Textured white
RAL 9016

Category TRACK LIGHTS

Type LED
Gross luminous flux 590 Lm
Color temperature 4000 K
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{4bmm) (60-75mm) Efficacy 125 Lm/W
LED lifespan L.90B10>60.000h
Accessories
Lighting efficiency 10-17%
Delivered luminous flux 59 Lm
—— ] Light beam angle 10°-35°
MINIMAL TRACK OPTIONS
Power values of the system 5W
Dimming Dim options
Environmental location DRY

Track type Minimal Track

Weight 0.201b190gr

Packaged weight 0.29 b 1130 gr

Packaging dimensions 4.45x3.94%1.89in1113x 100 x 48 mm

Materials Aluminium / Optical Polymethyl Methacrylate
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Lighting Technical Data

ARKOSLIGHT
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Minimal Track

ARKOSLIGHT

Minimal Track is a 24V low-voltage lighting system designed to create minimalist
and highly configurable installations. On this page, you’ll find the necessary
components to configure your surface-mounted system.

Track & accessories

Configure the shape of your track, add end caps and the required accessories, and finish the setup with the conductive strip (rubber cable).
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https://youtu.be/KnedJbKp7oo

Minimal Track

ARKOSLIGHT

Minimal Track is a 24V low-voltage lighting system designed to create
minimalist and highly configurable installations. On this page, you'll find
the necessary components to configure your suspension-mounted system.

Track & accessories

Te

Configure the shape of your track, add end caps and the required accessories, and finish the setup with the conductive strip (rubber cable).
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Minimal Track ARKOSLIGHT

Power Supply

Select your power supply, include a dimmer if needed, and explore the connection diagrams provided.

P % D(AxBxC)

U384-00-07 100W 24V 8.16x2.97 x 1.30in

Remote Power Supply UL 207.2 x 75.4 x 33 mm

120&277V | 50/60Hz | _afll NODIM

P % D(AxBxC]

U010-00-01 60W 24V 5.83x 1.68x 1in

. *
Dimmable Power Supply UL 148.2 x 42.6 x 25.4mm

U010-00-02 100W 24V 9.5x1.57x 1in
241.3 x 39.9 x 25.4mm

120 & 277V ‘ 50/60 Hz ‘ et 010V *Power Supply requires an enclosure for instalation. Enclosure not provided
P \ D(AxBxC)
U010-00-00 144W 24V 2.86x1.18x0.71in

Constant Voltage Dimmer 72.6 x 30 x 18mm

89 -
24V \ atll casavBI Phase Cut and DMX DIM Options please consult /

CABLE LENGTH
<16.40 ft <32.80 ft <65.62 ft <98.43 ft
REMOTE 24Vdc
<5m <10m <20m <30m
z POWER CABLE SECTION TRACK LENGTH
o
z
i - 98.43 ft 98.43 ft 65.62 ft 32.80 ft
Q AWG18
o 30m 30m 20m 10m
3 60W
98.43 ft 98.43 ft 98.43 ft 65.62 ft
I T 1 AWG16
30m 30m 30m 20 m
TRACK LENGTH
65.62 ft 32.80 ft
AWG18 X X
Surface system 20m 10m
96 W
65.62 ft 65.62 ft 32.80 ft
AWG16 X
Lt 20m 20m 10m
REMOTE 24Vdc
CV Dimmer POWER SUPPLY
E
s
‘:j ‘ CABLE LENGTH=8.2ft (2.5m) + L
]
= 0

TRACK LENGTH

Suspension system
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